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WHITE GLUE

Product suitable for gluing wood and arts and crafts.
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INFORMATION ON DIRECTIVE 2004/42/CE
USES This product contains 0,04 g/l COV max.

Wood, chipboard, fibre boards, tufts, carton paper, cork, wicker, polystyrene, etc.
Substrates must be healthy, dry, cohesive, absorbent, well adhered, clean and free of dust.

FEATURES

«  Multipurpose.

«  Vinylic product.
Does not stain.

«  Transparent once dry.

«  Excellent resistance to tearing and aging.
Maximum adhesion.

«  Suitable for arts and crafts.

«  Excellent extensibility.

Quick dry.
+  Resistance to humidity: D2 class, according to EN 204 (Tecnalia report No. 063894).
«  Storage: 12 months inside its original packing and kept free from damp and humidity. Pallet of 24 cases Pallet of 44 cases
IDEAL FOR of 4x5kg. 0f 12x900 g.
* Quick and practical gluing of wood, chipboards, Pallet of 150 cases Pallet of 150 cases Pallet of 200 cases Pallet of 200 cases
fibre boards, tufts, carton paper, cork, wicker, etc of6x7504. 0f6x500q. 0f12x200g. 0f12x1254.

Preparation Performance 05
Ready to use 0,60 m*/kg ==

Density Cleansing of tools 6 Water-based product
1,05 £0,07 g/ml Use water .

Rectification time once glued Drying time once applied C P Viscosity
1hrs. 12 hrs 13000 — 20000 cP(A/4/10)

Comercial data sheet which nullifies and substitutes prior versions. 09/19. Neither ap%Iy at temperatures below +8°C nor humidity rates above 65% and never apply on supf)ons with condensation or overheated. Before using, is advisable to read both technical and safety data sheets, which
are available under request. Do not remix after its setting start. The data have been obtained under normal laboratory conditions using standardized supports, so these results can vary depending on the working conditions. These data do not guarantee anything in case of a bad product use.
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