Sistemas de Chimenea / chimney systems pelletstar CONDENSATION 10-60

Accesorios / Accessories ‘

SISTEMA III M

Chimenea de acero inoxidable de doble pared
Double-wall prefabricated chimney made of stainless steel

Altura total: 4 m
Total height: 4 m

Para chimeneas mas altas Unicamente se deben afadir las
longitudes de tuberias necesarias, las bridas de sujecion y
montantes a pared.

For higher chimneys just add the corresponding pipe lengths,
clamping rings and wall mount.

CONTENIDO DE KIT / SET CONTENT

Kit completo de doble pared hasta 4 m- Alto brillo.
Double-walled complete package with cleaning and console panels 4,0 meters -
high gloss

Articulo / article Unidades

Amount

Conexion a salida - plana 1
estuary connection - flat

Elemento recto 1.000 mm 3
Length element 1.000 mm

Elemento recto 330 mm
Length element 300 mm

Conexion a caldera 45°
Furnace connection 45°

Adaptador para conexion a caldera
Transition piece for furnace connection

Elemento de prueba y limpieza (residuos solidos)
Test and cleaning element (solid fuel) P
Codo 45° *
Bend 45°

Médulos planos (distancia pared 50 mm)
Console plates (wall distance 50 mm)

Montante a pared (distancia pared 50 mm)
Wall mounting (wall distance 50 mm

Remate de pared
Wall cover

Brida de acople
Clamping ring
Lubricante
Lubricant

Sellado (interior) 9
Clamping ring

Dimensiones / dimensions
Di [mm] 130 150 180
Da [mm] 200 220 220

Solicitar precio / Price on request
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