Filtros electrostaticos / electrostatic filter

Caldera
Boiler type
firematic 45-60

firematic 80-101

firematic 130-201

firematic 249/251

firematic 299/301

firematic 349-401

firematic 499/501

BioFire 500

BioFire 600

BioFire 800

BioFire 1000

BioFire 1250

BioFire 1500

Combustible
Fuel

o/m

o/m

o/m

o/m

o/m

o/m

o/

Tipo Filtro
Filter type

Rona 70

Rona 100
fm

Rona 200
fm

Rona 250

Rona 300
2M

2M

2M
3M

3M

3M

4M

5M

6M

™
8M

Elementos adicionales segun filtro
additionally order to the E-filter

Kit de Montaje de E-Filter para firematic 45-60
Mounting set E- filter for firematic 45-60

Kit de Montaje de E-Filter para firematic 80-101
Mounting set E- filter for firematic 80-101

Kit de Montaje de E-Filter para firematic 130-201
Mounting set E- filter for firematic 130-201

Kit de Montaje de E-Filter para firematic 249-301
Mounting set E- filter for firematic 249-301

Kit de Montaje de E-Filter para firematic 349-501
Mounting set E- filter for firematic 349-501
Ciclén simple / single cyclone*

Ventilador extractor / exhaust fan (4 kW)*

Variador de frecuencia/ frequency inverter (4 kW)

Doble Ciclén / double cyclone™*
Ventilador extractor / exhaust fan (4 kW)

Variador de frecuencial frequency inverter (4 KW)

Doble Ciclén / double cyclone*™*
Ventilador extractor / exhaust fan (7,5 kW)

Variador de frecuencial frequency inverter (7,5 kW)

Doble Ciclén / double cyclone*™*
Ventilador extractor / exhaust fan (11 kW)

Variador de frecuencia/ frequency inverter (11 kW)

Doble Ciclén / double cyclone™*
Ventilador extractor / exhaust fan (15 kW)

Variador de frecuencia/ frequency inverter (15 kW)

® Pellets B Astillas / wood chips

E035010-045

E035010-249

E035010-349

E010260-060

5010225-040

5122200-041

E013000-000

5010225-040

5122200-041

E013000-000

5010225-075

5122200-070

E013000-001

5010225-110

5122200-111

E013000-002

5010225-150

5122200-151

Sobrecoste
Surcharge

consultar z

consultar Z

consultar Z

consultar z
consultar Z

consultar Z

consultar 4
VA
consultar
VA
consultar

consultar z
consultar z
consultar Z
consultar z
consultar Z

consultar

consultar z
consultar Z

consultar Z

Caracteristicas de combustible segiin modelo de caldera / Fuel characteristics as for the respective boiler

* Necesario para 1 Ciclon / additionally order to the single cyclone:

Tuberia recta DN 300 /
flue pipe transition straight DN 300

Codo tuberia de 90° DN 300 /
flue pipe transition 90° DN 300

E013007-280

E013007-200

** Necesario para doble Ciclon / additionally order to the double cyclone:

Tuberia en Y recta DN 300 /
Y-piece straight DN 300

TuberiaenY 90° DN 300/ Y-piece 90° DN 300

Tarifa TERMOSUN 06-2017 / IVA no incluido

E013007-180

E013007-100

consultar Z

consultar Z

consultar A

consultar VA
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