
Potencia útil

Nc (1)

(Composición)

Potencia 

nominal

QN (1)

Dimensiones Peso Tipo

kvar (400V) kvar (440V) H x A x B mm kg

400V, 50Hz 

300 (2x25+50+2x100) 363 2200x1200x800 520 EGF 400/300-5/12

325 (25+2x50+2x100) 393 2200x1200x800 530 EGF 400/325-5/13

350 (50+3x100) 424 2200x1200x800 550 EGF 400/350-4/7

375 (25+50+3x100) 454 2200x1200x800 570 EGF 400/375-5/15

400 (2x50+3x100) 484 2200x1200x800 580 EGF 400/400-5/8

425 (25+2x50+3x100) 514 2200x1200x800 605 EGF 400/425-6/17

450 (50+4x100) 545 2200x1200x800 620 EGF 400/450-5/9

475 (25+50+4x100) 575 2200x1200x800 640 EGF 400/475-6/19

500 (2x50+4x100) 605 2200x1200x800 660 EGF 400/500-6/10

550 (50+5x100) 666 2200x1200x800 690 EGF 400/550-6/11

600 (2x50+5x100) 726 2200x1200x800 730 EGF 400/600-7/12

650 (50+6x100) 787 2200x1800x800 895 EGF 400/650-7/13

700 (2x50+6x100) 847 2200x1800x800 935 EGF 400/700-8/14

750 (50+7x100) 908 2200x1800x800 970 EGF 400/750-8/15

800 (2x50+7x100) 968 2200x1800x800 1010 EGF 400/800-9/16


