
Potencia (Composición) Dimensiones Peso Tipo

kvar (400V) kvar (440V) H x A x B mm kg

400V, 50Hz

400 (8x50) 484 2200x600x600 224 EG 400/400-8/8

400 (2x25+7x50) 484 2200x600x600 224 EG 400/400-9/16

425 (25+8x50) 514 2200x600x600 235 EG 400/425-9/17

425 (25+8x50) 514 2200x1200x600 313 EG 400/425-9/17/A

450 (9x50) 545 2200x 600x600 237 EG 400/450-9/9

450 (9x50) 545 2200x1200x600 316 EG 400/450-9/9/A

450 (2x25+8x50) 545 2200x600x600 238 EG 400/450-10/18

450 (2x25+8x50) 545 2200x1200x600 316 EG 400/450-10/18/A

475 (25+9x50) 575 2200x1200x600 320 EG 400/475-10/19

500 (10x50) 605 2200x1200x600 323 EG 400/500-10/10

500 (2x25+9x50) 605 2200x1200x600 323 EG 400/500-11/20

525 (25+10x50) 635 2200x1200x600 336 EG 400/525-11/21

550 (11x50) 666 2200x1200x600 340 EG 400/550-11/11

575 (25+11x50) 696 2200x1200x600 343 EG 400/575-12/23

600 (12x50) 726 2200x1200x600 347 EG 400/600-12/12

625 (25+2x50+5x100) 756 2200x1200x600 356 EG 400/625-8/25

650 (50+6x100) 787 2200x1200x600 359 EG 400/650-7/13

675 (25+50+6x100) 817 2200x1200x600 363 EG 400/675-8/27

700 (2x50+6x100) 847 2200x1200x600 366 EG 400/700-8/14

725 (25+2x50+6x100) 877 2200x1200x600 369 EG 400/725-9/29

750 (50+7x100) 908 2200x1200x600 373 EG 400/750-8/15

775 (25+50+7x100) 938 2200x1200x600 376 EG 400/775-9/31

800 (2x50+7x100) 968 2200x1200x600 380 EG 400/800-9/16

850 (50+8x100) 1029 2200x1200x600 398 EG 400/850-9/17

900 (2x50+8x100) 1089 2200x1200x600 405 EG 400/900-10/18

950 (50+9x100) 1150 2200x1200x600 412 EG 400/950-10/19

1000 (2x50+9x100) 1210 2200x1200x600 419 EG 400/1000-11/20


